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10 heavy duty models from 1/4” to 5/8” capacity 7 power-pact models, 
4 1/2” to 9” capacity, 
330 to 2,000 watts. 


WS 1700-7” - 

7750 r.p.m. - 16 amps 
WSA 1700-9”- 
6000 r.p.m. - 16 amps 


Heavy duty production grinders, rated for continuous operation. 


B6 - Powerful 1/4” drill 


WS700 - the most Bowerful 4 1/2" available, 


B8A - Compact high performance, performs li 


3/8" capacity ike a full size grinder. 


weighs just 5 Ibs. 


4 C 7 
= WSC - 2300 -12” 
WSD - 2300 -14” - 


High Powered tools 
for cutting both 


B13R - Rugged 1/2" reversing metal and 
masonry up to 


4 5/8" deep. 


G10A - 3/8” capacity, 
auto-reversing, 
floating chuc! 


GS-360-Super tool for internal and external deburring at high speed. 
Equipped with %” collet. Maximum wheel dia. 2" - 18,000 r.p.m. 


IWK-12 - Heavy Duty 1/2” 
for sockets and hole saws, 
up to 130 ft /Ibs torque. 


RSK -540 - 2 - Two-speed, top performer 


4 models with 18 gauge to 6 gauge capacity 


BH16 - Lightweight 
installation 
hammer, ideal 
for anchor holes 
up to 3/4” diameter 


KN 1.25 - 18 gauge capacity, 
will cut corrugated sheet. 


BH25S- 3 way action lightweight tool, 
solid bit capacity 1” 


core bits up to 2 1/2" KN 2.5- 12 gauge 


round punch 
for maximum be 
maneuverability 


PH 350D-1 3/8" capacity, 
electro-pneumatic 
with rotostop 


4 models - 16 gauge to 9 gauge capacity 


KS 1.6-a new lightweight, | 
high performance 
16 gauge shear. 
Indexing blades 
provide 
4 cutting edges. 


5 continuous duty models 


SB2-400-A top performer, this superb 
2 speed model drills up to 
1/2" in concrete and 3/8” in steel. 


DS 06 - 4000 r.p.m.4.5 amps 
drywall screwdriver 


SBZ - 24- 
Drills up to 7/8” Built for continuous TSO8A - 2500 r.p.m., 4.5 amps 
in concrete and heavy-duty use, driver for TEKS Screws. 
Ye" in steel. also an ideal 


maintenance tool. 


Electronic speed control dial 
permits selection of any 
speed between 250 and 3700 
p.m. 

Insulated housing of fibre 
re-inforced nylon, bonded to 
cast aluminum, assures 
double insulated protection, 
with the ability to withstand 
rugged use. 


. Two stage switch — starts 


drill at minimum speed for 
centering then switches to 
pre-set drilling speed. 

Super strong AEG motor. 
High temperature resistant 
armature windings easily 
withstand temporary over- 
loads. 

Duroplast armature shaft 
insulation completely isolates 
electrical components from 
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11 
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the all metal gear box. 


. Two speed gear box with 


hardened helical gears for 
optimum performance. 

Sealed ball bearings through- 
out tool. 

Drop forged percussion cams, 
deliver up to 46,000 blows per 
minute. 

Thyristor “Electronic Brain”, 
constantly monitors drill 
speed and adjusts power 
supply according to the load 
in order to maintain the preset 
speed. 


. Welded commutator leads 


withstand overload tempera- 
tures. 

Self disconnecting carbon 
brushes stop the tool when 
worn to prevent damage. 


